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ROUNDS EXPENDED: 2,966 5"/38

DAMAGE :

{a)
(b)
(c)
(d)
(e)
(f)
(qg)

VC CASUALTIES: 119 KNOWN

STRUCTURES DAMAGED: 180

STRUCTURES DESTROYED: 417

MACHINEGUN NEST: 1

JUNKS: 10

A55IST IN CAPTURE VC SUSPECTS: 250

SECONDARY EXPLOSICNS: 1 AREA POSITIVE. 1 AREA
PROBABLE.

AMMUNITION MALFUNCTIONS:

(a)

(b)

NUMERCUS INSTANCES OVERSIZE STEEL POWDER CASES. ONE
GUN CASUALITY RESULTING THEREFROM.

SPDN WITH IMPROPERLY FORMED CORK TIPS, IN THAT TIPS
NOT CENTERED ON CASES. NO CASUALITIES, ALTHOUGH

NUMERCUS ROUNDS HAD TO BE GUIDED HOME MANUALLY.

GUN CASUALTIES:

(a)

(b}

(c)

RIGHT GUN MOUNT 53. BENT OPERATING SHAFT AND MANGLED
CAM PLATE BENT DUE OVERSIZE POWDER CASE. HONED AND
REPLACED CAM PLATE. GUN OPERATIONAL IN FOUR HOURS.
RIGHT GUN MOUNT 53. SALVO LATCH BROKE DURING FIRING.
PARTS ON BOARRD. GUN OPERATIONAL.

RIGHT GUN MOUNT 52. SHEAR PIN FOR BREECH BLOCK BROKE
DURING FIRING. REPLACED.

SHIPBOARD CASUALITIES DUE TO FIRING:

(al

(b)

ELECTRONICS: NONE. CONSIDER REMARKABLE. AND
ATTRIBUTED TC FINDING "“BUGS" DURING PREVIOUS TEST
FIRINGS. INSULATOR FOR ANTENNA ON MOUNT 52 SHATTERED.
HAVE REPLACEMENT ON BOARD: WILL REPLACE DURING NEXT
IN-PORT PERIOD.

STRUCTURAL: AFTER DECK A SHAMBLES FROM MOUNT 53
FIRING. BULKHEAD INSULATION POPPED OFF. LARGE SECTION
OF VENT DUCTING FELL, AND ALL ELECTRICAL CONNECTOR
BOXES REMOUNTED BY SHIP'S FORCE. NUMEROUS NUTS AND
BOLTS THROUGHOUT THE SHIP WORKED LOOSE AND CRUSHED.
MAJORITY NOW REPLACED. SEVERAL SECTIONS OF DRAIN
PIPING SYSTEM BROKE. ALL ESSENTIAL ITEMS REPAIRED.
BT WINCH FOUNDATION BENT, REPAIRED. HYDRAULIC CONTROL
UNTT FOR MAGAZINE SPRINKLER SYSTEM SHATTERED., PIPING
REPAIRED. GAUGES REQUIRE CALIBRATION.





















